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 DoorOpeningCenter 

DOOR
OPENING

CL

DS2863-03_
BI-PART

11

39

15

16

28
17

1
10

4

23

10

4

12

9

32

23

32

44

36

33

38

26

35

20
18

43

5

40

4129

37

16

8

20

19

31

5

2
19

27

*

24

45

6

23

22

28

6.500
165.1

MOTOR PULLEY

3.750
95.3

"SX" IDLER
PULLEY

5.750
146.1

"SX2" IDLER
PULLEY 16.500

419.1
IDLER PULLEY

17.000
431.8

(SEE NOTE 6)

DS2863-02_
RIGHT HAND

6.500
165.1

MOTOR PULLEY

3.750
95.3

"SX" IDLER
PULLEY

5.750
146.1

"SX2" IDLER
PULLEY

16.500
419.1

IDLER PULLEY

8.000
203.2

(SEE NOTE 6)

DS2863-01_
LEFT HAND

MOUNT POWER SUPPLY
TO NUT CHANNELS. 
(AS SHOWN)

NOTES:
Minimum PanelWidth = 14.2" or 1.48.5" with autolock.1.
All formulas are in inches.2.
Holes must be drilled for Breakout 3.
Switch and SO Pivot.Breakout Switch (Item 20) must be wired to the controller.4.
SX2 Bumper Position CLis 3.1[78] for standard Narrow Stile Doors, 4.9[125] for 5.
standard Medium Stile Doors.  If the sidelite is oversize, this value should be 
increased by the difference in SO and SX RailLength.
Optional Autolock is shown, if installed, it must be wired to the controller.6.
After assembly is complete, QC checks and functional test must be 7.
performed.
Item 40    should be centered over unsupported gap in Item 12  , and may 8.
be left out if DoorWidth < 96" or it interferes with autolock.  Extras may be 
added if unsupported length is more than 72"
Final digit of part number signifies finish and should be followed through to 9.
any components with "_" as the final digit.
If the package includes a transom, the bottom transom glazing sash is 10.
attached to the top of the header.
Loose components including installation kit components and manuals are 11.
packed inside of header.

CutLenths:

PachageWidth = Outside of Jmab to Outside of Jmab.1.
DoorWidth = PackageWidth - Two Jambs (Typically 4")2.
InterlockStileWidth (IS) = 1.875 for Narrow or 3.75 for Medium Stile.3.

B 11-1003 Redesign JNM 7/22/2011

A 06-1079 Initial Release ABB 4/26/2007
REV. E.C.N.# DESCRIPTION BY DATE

ITEM 
NO.

PART 
NUMBER DESCRIPTION

-01_ 
/QTY.

-02_ 
/QTY.

-03_ 
/QTY. Material CutLenRef

1 DC0641-000 ESA Drive Belt, SX1 1 1 1 DC0614-000 2(DoorWidth - 10.25)
2 DC0641-000 ESA Drive Belt, SX2 1 1 1 DC0614-000 2(DoorWidth - 22.25)
3 DC0831-01Z ESA Center Cover Holding Bar - - 1
4 DC0911-010 ESA Header Track Clip 4 4 4
5 DC0969-030 ESA Header Wire Clip 4 4 4

6
DC2795-01C ESA Telescopic Track - LH 1 - -

DE2728-01C DoorWidth - .75DC2795-02C ESA Telescopic Track - RH - 1 -
DC2795-03C ESA Telescopic Track - BI - - 1

7 DC2860-01Z ESA Telescopic Center Cover Mounting Bracket - - 1
8 DC3441-01G Bracket, MDU for Narrow and Telescopic ESA 1 1 1
9 DD2523-010 DORMA LOGO BADGE 1 1 1

10
DE0154-01D ESA Header Track 2 2 -

DE0154-01D DoorWidth - 1
DE0154-01D ESA Header Track - - 2

11
DE0155-04_ ESA Header 1 1 -

DE0155-04_ DoorWidth
DE0155-04_ ESA Header - - 1

12 DE0158-03_ ESA Header Cover 1 1 - DE0158-03_ DoorWidth - .094
13 DE0158-03_ ESA Header Cover - Bipart- Half - - 2 DE0158-03_ ((DoorWidth - 14) / 2) - .094
14 DE0158-03_ ESA Header Cover - Bipart - Center - - 1 DE0158-03_ 14"

15 DE0185-01_ ESA Header Filler 1 1 1 DE0185-01_ DoorWidth - SOPanelWidth - 
.25 + IS + 1.164 - .062

16
DE0207-010 ESA Header Track Isolator 2 2 -

DE0207-010 DoorWidth - 1
DE0207-010 ESA Header Track Isolator - - 2

17
DE2729-01_ ESA Telescopic Header Adapter 1 1 -

DE2729-01_ DoorWidth
DE2729-01_ ESA Telescopic Header Adapter - - 1

18 DF0418-00Z 5/16 Med Lock Washer 1 1 3
19 DF0422-01Z 5/16-18 SQ NUT 3 3 5
20 DF0433-00Z 5/16-18 X 5/8 HHCS 3 3 5
21 DF0446-01C #8 X 3/4 Ph FH A S/Black - - 2
22 DF0454-00Z M4 X 8 SHCSS 2 2 2
23 DF0848-01Z 1/4-20 X 1/2 Flat Socket Head Machine Screw - Zinc 6 6 2
24 DF1241-01Z 10-24 X 3/8 Phillips Flat Head Screw 2 2 6
25 DF2852-01C 1/4-20 X 1 3/4 long socket c'sunk head cap screw - - 6
26 DL2414-010 ESA Serial Number Sticker 1 1 1
27 DC3558-010 ESA Telescopic Pulley Assembly 1 1 1
28 DS0134-010 ASSEMBLY - BELT TENSION POST 2 2 2
29 DS0631-000 ESA Lower Belt Bracket Assembly 1 1 1
30 DS0632-000 Upper Belt Bracket Assembly - - 1
31 DS0645-000 Idler Pulley Assembly - ESA 1 1 1
32 DS1133-010 End Stop Assembly - Round 2 2 4
33 DS1184-010 "SO" TOP SLIDE RAIL SUB-ASSEMBLY 1 1 2
34 DS1193-01_ ESA300 SO Top Detent Strike Assembly - RH - 1 1
35 DS1194-01_ ESA300 SO Top Detent Strike Assembly - LH 1 - 1
36 DS1475-010 SO Top Pivot Assembly 1 1 2
37 DS2815-010 ESA II Drive Motor Assembly 1 1 1
38 DS2865-010 ESA Telescopic Header Mounting Kit - LH 1 1 1
39 DS2865-020 ESA Telescopic Header Mounting Kit - RH 1 1 1
40 DS2866-010 ESA Telescopic Track Hanger Kit 1 1 2
41 DS2868-010 ESA Telescopic Lower Belt Bracket Assembly 1 1 1
42 DS2868-020 ESA Telescopic Lower Belt Bracket Assembly - - 1
43 DS2912-010 ESA Telescopic Track Support Assembly 1 1 2
44 DS3569-010 ESA Telescopic Drive Motor Assembly 1 1 1
45 DS3571-010 Mounting Kit with Power Supply 1 1 1

ALL DIMENSIONS ARE IN 
INCHES.  DUAL DIMENSIONS
IN mm AS 1.00[25.4]
TOLERANCES: UNLESS
OTHERWISE SPECIFIED
FRACTIONAL: 1/32
DECIMAL: 3-PLCS = .005
                 2-PLCS = .010
ANGULAR: 1/2°
ALL MACHINED SURFACES: √
HOLE DIA.: +.005/-.002
MINIMUM 70% THREAD

NOTE: MUST BE FREE OF
BURRS & SHARP EDGES
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