








1.1.

2.2.

3.3.

2.2.2.2.

The mounting of the operator to the rough opening must meet
applicable building codes and standards.

333

Assembly
1 Place the header & jamb assembly into the rough opening.
2 Level all sides and shim as required.
3 Fasten assembly into rough opening, after verifying unit is level and plumb in all directions.
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Sidelite Mounting

Stand the sidelite in place and plumb all sides. If necessary use shims below the track to level any unevenness in the flooring.

Secure the sidelite in position using clamps or similar means.

Feed the safety beam cables through the pre-drilled holes in the header and lay in the radiused trough as shown above.

4
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Securing the Sidelite
1 Verify that the sidelite is plumb in all directions and properly seated against the jamb.
2 Pre-drill holes through header and sidelite on top with 1/8” drill.
3 Use screws to attach the sidelite on top, to the header.
4 Secure the bottom of the sidelite by drilling through the holes in the floor rail, shim as necessary, then fasten into place.

Verify that the sidelite is plumb in all directions and make any necessary adjustments.

1

2

4

3
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Vertical Alignment for SX panel
Using the eccentric carrier wheel (CW), and the anti-riser wheel (AW), level the sliding panel. Tighten hex nuts to secure the adjustment.

Adjustment of the anti-riser roller:
The anti-riser roller should not contact the top track anywhere along the slide path of the door.

15/16” Wrench

5/16” Allen

ESA-500 Fixed Sidelite

3/16”+/-
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SX Panel Centerline Adjustment
1. With the lower belt bracket securely fastened and the upper belt bracket in its loose position, the SX panels can be properly

adjusted to their center position.
2. After panels are centered, fasten upper belt bracket to carrier.  (7/16” socket or wrench required.)

”8/5x02-4/1
rehsawtalf4/1
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Adjustment of the Breakout-Unit
1. Loosen the set screws (a, b & c) to prevent interference while adjusting door.  (7/32” Allen wrench required.)

2. Use the adjustment screw (d) to lift (CW), or lower (CCW), the leading edge of door.

4. Tighten all set screws (a, b & c) until tight and secure.

Recheck the latched position alignment and readjust as necessary.

3. Continue adjustment until the re-latch profiles are properly aligned.

 8

3

Note: It may be necessary to temporarily move
deadstop bracket out of the way to access
adjustment screw “d”.
1/8” Allen wrench required.

a b c d

ESA-500 Fixed Sidelite
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Adjustment of the Roller Catch
Align the roller catches as illustrated using the adjustment screws.  (3mm Allen wrench tool required.)
Pay close attention to the disengagement or breakout force.
Do not exceed ANSI A156.10 Standards.

CW lowers the brass roller
increasing tension.

 9

ESA-500 Fixed Sidelite

CCW raises the brass
roller decreasing the

tension.
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Adjustment of the End Stops
End stops are installed at the factory. Adjustments should be made by loosening the bolt and sliding the stop to the
appropriate position. Be sure adjustments are made symmetrically to the door opening,while providing proper finger
safety perANSIA156.10 standards.   (½” socket orwrench required.)

Door opening 3/4 inch

10
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Commissioning / Adjustments / Functional Test
Preparation forCommissioning

Commissioning

Adjustment

Functional Test

Training

BasicRequirements

To reestablish thedefault settings

Setting thePartialOpeningWidth

SafetyBeams

ActivationDevices

Emergency-Off

Theoperator installation is complete.
The circuit breaker is on.
The safety beamsare active.
Those components delivered separately, such as the
program switch and motion detectors, are installed and
connected.
The end stops are installed such that each sliding door
panel contacts an end stop in the fully open position, and
when the door is fully closed, neither the fixed sidelites,
nor the sliding door panels, impact the weatherstrip
extrusion.

The controller has default settings, which are optimized for
the majority of applications. If different settings are desired,
these are set using theHandTerminal (HT). This procedure is
explained in the instructions for theHandTerminal.

Follow the instructions given above underCommissioning.

The partial opening width can be set either by the hand
terminal, or by using the rocker switch control panel. With the
door fully closed and the “Partial Open” switch “OFF”, turn on
the 3 position - AUTO/OFF/ON - rocker switch to “OPEN”.
The door will begin opening at a slow speed. When it
reaches the desired partial open position, turn the rocker
switch from “OPEN” to “OFF”. Turn the Partial Open rocker
switch from “ON”, then change the 3 position rocker from
“OFF” to “AUTO”. The door will pause, then resume opening
at a slow speed to fully open, time out, then close normally.
With the Partial Open rocker switch “ON”, the door will stop at
the desired position in further operation (until the switch is
returned to the “OFF” position).

While the doors are closing, interrupt each safety beam. The
LED on the board, to which the safety beams are wired, will
light up and the doorwill reverse.
With the door in the open position, interrupt each safety beam
for a variable time. The door remains open as long as the
beam is broken.
When the safety beam is cleared, then the door closes after a
delaywhich corresponds to the setting of the hold open time.
An automatic test of the safety beams is executed
immediately prior to each close cycle of the door.

Test all activation and safety devices in each position of the
program switch. Refer to the respective installation
manuals for instructions on adjusting these devices.

Normally on ESA-200 operators, the Emergency Off two-
pin connector is jumpered. If an Emergency Off switch is
desired, use a Normally Closed contact. When the
contacts are opened, the door will immediately stop
moving and remain so, until the contacts are closed again.

Once the commissioning and functional testing are
completed, the owner’s manual is handed over to the key
operator, or the authorized representative, and this person is
appropriately trained on the operation and maintenance of
the system.

•

Program Switch
Automatic Exit Only Partial

Open

P-SX O-SX SX-SO

•
•
•

•

1. Make sure the located on the jamb is in
the “ ” mode with the “ ” and “

” switches in the position.
2. Open sliding panel(s) approximately 5” to 6”. Single

Slide door panels configured as , and
must be closed for this process as they have reverse motor
leads.

3. Plug power cord into the ESA controller.
4. Immediately press the black service button on the

front of the controller until the door(s) begin to move. This
takes approximately 25 seconds. Release the button after
the door(s) start to move.

5. The controller will now go through a self-learn cycle. This
self-learn process is described as follows:

•Fromhere the doorwill close.

•

6. After the doors have completed the initialization procedure,
you can then change the factory defaults by way of the Hand-
Terminal.

off

and hold

•The doorwill automatically close.
• The door will “jerk” open a small distance to measure
   inertia.
•It will then creep to a full open position, which also
  determines the stroke.

•After closing, the door(s) will slightly open and close
  three times to test the closed position and reconfirm the
  start-up inertia.
•The door has now programmed its stroke, inertia and
the factory default settings.

Note:

IMPORTANT: Do not disrupt this process! If
interrupted, disconnect power, then return to Step 3
above.

ESA-500 Fixed Sidelite
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Ensure connector is properly
plugged in or change the cable.

Check the safety beam function
including the LED indicator using the
Hand Terminal

Bridge Inputs on connector. If the
problem is thereby corrected, check
and, if necessary, replace the
Emergency-Off Switch

Remove the connector for the
activation devices and replace with a
bridge. If this corrects the problem,
check the 24V power supply, if OK, then
check the activation device and replace,
if necessary.

Bridge the Inputs of the connector. If
this corrects the problem, replace the
EMERGENCY-OFF Switch.

Disconnect the controller from the line
power,wait about 2 seconds, then
reconnect.

Door runs rough and uncontrolled

The door remains open for all positions of
the program switch

The door does not open when the
Program Switch is in the EXIT position, or
the PARTIAL OPEN position.

The door does not open when the
Program Switch is in the AUTOMATIC
position or the HOLD OPEN position.

The door stays open
(Service indicator is off)

Plug Cable on Position Encoder

Safety Beams (LS)

Emergency-Off Switch

Activation Devices
(Motion Sensors)
Interior / Exterior

Emergency-Off Switch

Short Circuit*

Troubleshooting Guide

If the door fails to respond properly, either during commissioning, or during normal operation, first check the following:

?
?

?

Does the door panel slide easily (track rollers, floor guides)?
Are the safety devices in proper working order (LED-controller is on)?
Are all external activation devices, Emergency-Off Switch, and electric locking devices properly wired?
Are all plugs, quick connects, and connections secure?
Is the Rocker Switch Control Panel set to the desired operating mode?

If all of the above are in order and the problem persists, then use the Hand Terminal (HT) for further troubleshooting.

·
·
·
·
·
·
·
·
·

Is line power available?
Is the Emergency-Off function released
Is the motion sensor actuation installed
Safety beams are clear, not interrupted, and free of dirt and debris
Is the door blocked by an obstacle?

·

Problem Possible Causes Remedy

The 24 volt power supply for the motion sensors and the locking devices are short circuit protected. In the event of
a short circuit, the main power supply switches off all secondary supplies and indicator lights. The main power
supply does not automatically reset when the short circuit is removed. Remove the plug to the power, wait
approximately 5 minutes , then reconnect the power plug.

*Warning! Behavior of the controller in the event of a short circuit.

ESA-500 Fixed Sidelite
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AUTO

OFF

OFF

OFF

EXIT ONLY

PARTIAL OPEN

OPEN

ON

ON

I O II

Operation Instructions
The electro-mechanical sliding door operator can be installed
with any one of the following threeProgramSwitch types:

The program panel is installed in one of the vertical door jambs.
The following functions can be selected using the three toggle
switches:

When an activation signal is received at
either Radar1, (assuming the EXIT ONLY
switch described below is “OFF”), and/or
Radar2 inputs, the door will open. After
opening, signals received from the
Presence input, or the Safety Beams, will
cause the door to remain open, or re-open
the door if received while the door is
closing. After all the sensors have
cleared, the hold open delay is initiated,
andwhen it expires, the doorwill close.

Continuous Open Operation
The door opens to the full opening width
and remains in this position. Manual
operation of the door is possible, with
some resistance from the operator.

The door stops immediately when the
switch is placed in this position.

In this position, the exterior motion
detector is switched off for activation, the
door can only be activated from the
interior motion detector (e.g. one way
traffic function after a store has closed).
The exterior Radar1 is active while the
door is open, and cuts off in the closed
position.
When an activation signal is detected
from the interior (Radar2), the door
opens, delays according to the hold open
time setting, then closes.
If, in addition, the Partial Open Switch is

set to the ON position, the door opens
only to the predetermined partial open
position and closes after the expiration of
the hold open delay.

The Exit Only function is switchedOFF

If, in addition, the EXIT
ONLY switch is in the ON position, then
the door can be activated only from the
interior devices; the exterior motion
detector is switchedOFF.

1. Program Panel - (Standard)
2. Mechanical Program Switch - (Optional)
3. Control Panel 90 - (Optional with separate instructions)
1.1 Program Panel

Main Switch

Exit Only

Partial Open

Main Switch
Switch is in position:
AUTO

OPEN

OFF

Switch - EXIT ONLY
(Main Switch is in AUTO position)
EXIT ONLY Switch is in position:
ON

OFF

(Main Switch is in the AUTO position)
PARTIAL OPEN Switch is in position:

ON

Manual
operation of the door is possible, with
some resistance from the operator.

If the Partial Open Switch is set to the
ON position, the door opens only to the
predetermined partial open position and
closes after the expiration of the hold
open delay.

Switch - PARTIAL OPEN

ESA-500 Fixed Sidelite
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3. EMERGENCYOFFSwitch (Optional)

4. Exterior Motion Sensor
ProgramSwitch is inposition:

5. Interior Motion Sensor
ProgramSwitch is inposition:

6. Presence-Sensor (Optional)

7. Activation Device Night / Bank
(Optional - key switch or card reader)
Program Switch is in position:
AUTOMATIC,PARTIALOPEN,orEXIT

Program Switch is in position:
OFF

8. Panic Button or Switch (Optional)
All Program Switch positions:

9. Restart after power failure

Attention!
not

10. Safety Functions
10.1SystemSafety Test

10.2 Closing- / Opening force monitoring

10.3 Safety Beams / Presence-Sensor (Optional)

When theEMERGENCYOFFSwitch is depressed, themotor
connection is disrupted. The door can be easily moved
manually.

AUTOMATIC, or PARTIALOPEN.
Upon detection of an activation signal from a motion sensor,
the door opens and then closes after expiration of the preset
hold open delay.

AUTOMATIC, EXIT,or PARTIALOPEN.
Upon detection of an activation signal from the interior motion
sensor, the door opens and then closes after expiration of the
preset hold open delay.

If a person, or object, is in the detection zone of the presence
sensor, an activation signal is generated and the door opens
and closes after the detection zone is clear, and the preset
hold open delay has expired.

Upon detection of an activation signal from a key switch or
card reader, the door opens and then closes after expiration
of the preset hold open delay.

Upon detection of an activation signal from a key switch, or
card reader, the door opens, then closes, after expiration of the
preset hold open delay (maximum 10 seconds), or
immediately after passing through the opening (adjustable by
service technician).

Upon detection of an activation signal from the button or
switch, all motion and presence sensors are switched OFF and
the door closes immediately.
Release thePanic Function:
Switch the Program Switch through the positions
AUTOMATIC - OFF - AUTOMATIC. The panic function is
released, and the operator is again in theAUTOMATICmode.

When power returns, the control board starts automatically a
self test due to safety reasons. (ca. 25 secs)
Finishing the test, after appr. 25 secs., the door closes in slow
speed and runs in the set programmode.

The above sequence will activate when the emergency
button is activated or if the main switch is off.

The controller performs continuous safety checks for the
internal hardware (RAM,ROM,CPU).
The safety beams are automatically tested prior to each
closing cycle of the door. If the test result indicates that a
problem exists, the door remains in the open position. The
system must then be checked and commissioned by a
ServiceTechnician.

If the closing door encounters an obstacle, it reverses its
motion and opens to the full opening width. Then it closes
at the crawl speed. This procedure is repeated until the
obstacle is cleared.
If the door encounters an obstacle during the opening
cycle, it stops.
After approximately 10 seconds, the door attempts
another opening, but this time at the crawl speed. If an
obstacle is again encountered, the door stops again.
After approximately 6 attempts, the door closes. At the
next opening cycle, the door opens normally to just before
the obstacle position, then continues opening at the crawl
speed. If the obstacle is still present, the door closes
immediately.When the obstacle is cleared, the door opens
to the full opening width and assumes its normal operation
function.

The threshold area between the open door panels is
monitored by the safety beams and optionally by a presence
sensor. If a person, or obstacle, is detected in this area during
the closing cycle of the door, the door reverses and then
opens to the full opening width and remains in this position.
When the threshold area is again clear, and the preset hold
open delay has expired, the door closes. For the Program
Switch settings, except OFF, and with the door in the closed
position, the door will NOT open upon detection of an
activation signal from the safety beams, or from the presence
sensor.

11. Care and Maintenance

12. Troubleshooting of Problems

If all of the above checks out OK , call a qualified Service
Technician.

Prior to first use , and periodically thereafter, but at least once a
year, the system must be checked and maintained by a
qualified, knowledgeable technician.
During the cleaning operation, the Program Switch must be
either in the OFF , or HOLD OPEN position to avoid automatic
movements of the door panels.
Disconnect the line power cord before servicing.
The entire sliding door assembly (Aluminum, Glass, Covers)
can be cleaned with a moist towel and common commercial
non-abrasive cleaners. The safety beams are to be cleaned
with a dry, soft, non- abrasive towel.
The floor area near the sliding door panels, including the
threshold,must be kept clean.

If the door does not open, or close, check the following:
- Is the line power connected and active?
- Is the EMERGENCY-OFF released?
- Is the Program Switch in the proper position?
- Is the safety beam path clear and clean?
- Is the door blocked by obstacles?
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